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AC110Y 50Hz/60Hz DC24Y -
FE : 40Hz ~ 18KHz +3dB-
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#l : MIC Bass *=10dB Treble *+10d4B;

BGM & AUX1 Bass *+10dB Treble +10dB-
: 1 Recording Output, 2 Line Outputs-
JE#E%) : One Remote S. W -
k69 dB-
€ :Less than 3% THD at 1KHz-

t 4, 3kg -
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Pre-Amplifier

. Priority Control : One Remote Control Priority Connector.

. Microphone 1 has the overall priority of broadcasting.

. External Inputs including 3 RCA pin jacks.

. Supplied Dual-Panel LED VU Indicators.

. Two Independent Tone Controls.

. Available table and rack use because of high strength standard 2U
design.

. Power Source : AC110V 50Hz/60Hz DC24V.

. Frequency Response : 40Hz ~ 18KHz +/-3dB.

. Input: 8 MIC Inputs Unbalanced,4 AUX Inputs (including 3 BGM
Inputs).

10.Tone Control : MIC Bass +/-10dB Treble +/-10dB ;

BGM & AUX1 Bass +/-10dB Treble +/-10dB.

11.0utput : 1 Recording Output, 2 Line Outputs.

12.Power Control : One Remote S.W.

13.S/N Ratio : 69 dB.

14.T.H.D. : Less than 3% THD at 1KHz.

15.Weight : 4.3kg.

16.Dimensions : 430W * 320D * 89H(mm)(attached 2u L bracket).
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EJR : AC110VY 50Hz/60Hz DC24YV-
JB¥E%) - Remote S. W -
BBE#@ Y 2 unswitched (AC110V OUT) -
11 switched (AC110V OUT) -
ZEZSE AC 3KUVA DC 1.5KVA-
B :4, Thg -
T OW # 305D * 89H (mm) (M¥2u L3R) -
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Main Power Controller

. Equipped with Remote (Control) Power switch facility.
. Provides 13 3PAC Sockets for System Use.
. Supplied AC, DC Voltage (Meter) Indication.
. Supplied AC, DC Power Supply (or Power On) indicators.
. Supplied AC, DC Auto Offset(or Shut Down/Power Off)Protection.
. Supplied AC, DC Off set Indicators.
. Supplied TURN ON Indicator and Switch.
. Available table and rack use because of high strength standard 2U
design.
. Power Source : AC110V 50Hz/60Hz DC24V.
10.Power Control : Remote S.W.
11.Circuit Output : 2 unswitched (AC110V OUT).
11 switched(AC110V OUT).
12.Power Supply Capacity : AC 3 KVA DC 1.5KVA.
13.Weight : 4.7kg.
14.Dimensions : 430W * 320D * 89H(mm)(attached 2u L bracket).

© O~NOOOBRWN =

; gaman
3 HE o e EL®Y > T ST-08
e e
4 THREBARCAESSESANRERARESABNS -
5. SMAEIEH S Bl A% RENOTE 1S AUP REUOTE 0§ -
s. g; :é3éwk* 113D # 40H (mm)
. - 0. g

Audio startup box

1. Has started indicator.

2. Has a microphone terminal output.

3. Has two dry contact outputs can control 4 amps dry contact output.

4. Broadcast signals can be converted into a microphone from a high
voltage signal to turn the microphone input of the amplifier.

. Broadcast signals can be converted into a dry contact switch from the
high-voltage output to the AMP REMOTE REMOTE terminal.

. Dimensions: 131W * 113D * 40H (mm).

. Weight: 0.6 kg.
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11 switched (AC110V OUT) -
# :AC 300V (ZIE) - DC 40V (WZE) -

: Bkg .
RTj'g: 430W * 305D # 89H (mm) (Fif2u LZR) -
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Master Power Supply cycle time Controller

. When DC is working supplied one DC 24V Control output.

. When AC is working supplied four AC 110V cycle time control
output.

3. Supplied 13 Sockets for system to sue .

4. Remote control turn on function.

5. Can accept When DC 24V and AC 110V is working.
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. Shutdown reverse direction's time sequence's operation.
. Affix voltage indication of AC - DC ,indicate light of power

supply and breaker.

8. AC - DC breaker.

9. DC electric current: DC 24V 50A (MAX).

10.Hole electric current: 5KVA (MAX).

11.The current limiting protect : AC (50A), DC (50A) the auto-jumps
to take off the safety device.

12.Each cycle time spacing interval : 1~6 seconds, 4 cycle time shut
down the reverse direction cycle time operation.

13.An acceptance current : 30A ( Max) Moment electronic current.

14.Available table and rack use because of high strength standard
2U design.

15.Power Source : AC110V 50Hz/60Hz DC24V.

16.Power Control : Remote S.W.

17.Circuit Output : 2 unswitched (AC110V OUT).

11 switched (AC110V OUT).
18.Voltage biao : AC 300V (Man graduation).
DC 40V (Man graduation).
19.Weight : 5kg.
20.Dimensions : 430W * 320D * 89H(mm)(attached 2u L bracket).
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