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Keyboard Controller

. Aperture automatically.

. With pre-set spot.

. Circumgyrate at 360 degree continuously.

. Control : RS-485.

. First 16 pre-set spot can be divided into four groups,

automatically scan pre-set spot.

. Builtin 6 group alarm and 1 group output.
. Input power: DC 12V.
. Power consumption : 250mA.

Work temperatuer: -5C ~ +50C .

10.Weight : 1.2kg.
11.Dimension : 370W * 190D * 25/83H(mm).
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Camera Auto Tracking Unit

. Supply more than 64 sets camera controlling units.

. With lcd backlight input display function and 16 key keyboard.

. Preset position by panel input is available, when delegate microphone

starts, camera auto move to the position.

. With rs-232 input port, connect to the computer.

. Totally 64 sets camera can preset 256 camera positions.

. Preset positions with permanent memory function, without effect from

power failure.

7. Can use two cores digital transmission mode match with cctv system to
make function of synchronized photography, when microphone unit
speech, the camera tracing and photographing, transmit speaker's
image to the monitors screen directly.

8. Each group of microphone units can preset more than 3 pcs high speed

cameras to make function of synchronized photography.

9. This control function only need the main power amplifier connect to the
camera, no need to match other control system also no need to add extra
wire on conference units. This make construction and the service simplify.

10. Lcd adopts 20x4 dot led backlight display, rs-485 connect to the camera.

Setthe camera to each relative delegate microphones' position directly
by16key keyboard.

11. Lcd screen reads directly the relative position of all delegate microphones.

12. Rack mounting to 19" standard cabinet.

13. Controllable conference microphones: chairman mic 5 pcs, delegate

mic 251 pcs

14.Power Source : AC 110V/220V DC 24 V.

15.Keyboard : 16 KEY.

16.Transmit Mode : RS-485.

17.Message Display : LCD 20 * 4 auto savelight.

18.Input Control : RS-232.

19.Preset Positions : 256 positions.

20.Camera Control : 64 sets. ﬁ
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1 SAFEEHEGAEYRESIES - Custom Products
2. KERRGE 1 480TV1ines ~
3. H1ESEE :0.7Lux at F1.4 and 20IRE - HEilR
4. ZEEWE Y : 768 (H) x498 (V) 380000E % -
5. 28 117 £ -
6. EHEE B 5/ -
7. BEEE :3.9~66.3mm-
SPEED-DOME

1. Backlight compensation: switch (to adjust the standard
background images).

. Standard resolution: 480TVlines.

. The most Minimum illumination: 0.7Lux at F1.4 and 20IRE.

. Images effectively : 768 (H) x498 (V) 380000 pixels.

. Multiples: 17 times.

. Multiple speed: far - nearly five seconds.

. Lens focal Poly: 3.9 ~66.3mm.
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RSE Model YM-5M YM-10M

YM-WIRE
4% Feature 8 WK 8 core wire ' O
RE Length 5M 10M RERGEEERR

Depending on demand
(need to purchase connector) YM-5M YM-10M




	�¶�±  1

