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1. &8 : AC110V 50Hz/60Hz -
2. i :10mv 10KQ -
3. 338 : 440Hz, 554Hz, 659Hz, 880Hz -
4. RAM - HEEMA -
BERR -
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5. R~F :190W % 136D % 480H (mm) -
6. E= :1.2kg-

Paging Microphone with Chime
. Power Source : AC110V 50Hz/60Hz.

. Output: 10mv 10KQ.
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. Tone : 440Hz, 554Hz, 659Hz, 880Hz.
. Switches : Pre-announce Chime Switch,

EC-10

Post-announce Chime Switch,
Microphone Power / Off Switch.
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. Weight: 1.2kg.
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:DC3V (1. 5V xum-2 *2) -
:3my 10KQ -
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: 1100 # 150D # 320H (mm) -

:0.7kg -
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Paging Microphone with Chime

. Power Source : DC3V.
. Output: 3mv 10KQ.
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: 440Hz, 554Hz, 659Hz, 880Hz -

. Dimensions : 430W * 260D * 45H(mm).

EC-100M

. Tone : 440Hz, 554Hz, 659Hz, 880Hz.
. Switches : Pre-announce Chime Switch (ON ),

Post-announce Chime Switch ( OFF ).
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. Weight: 0.7kg.
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et Condenser -
fE : 20Hz~18KHz =
*4.5m¥, 2.2mV-

# 110008 - ‘

x 1.5V (UM-3) Pencil Cell -

EARM : 5. 5mm x 10M-
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Condenser Microphone

. Sensitivity: 4.5mV, 2.2mV.
. Outputimpedance: 1000Q.
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Microphone holster.
. Dimensions: $22 * 273 (mm).
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. Power: 1x1.5V (UM-3) Pencil Cell.
. Microphone Cables: W¥5.5mm x 10M.
. Accessories: microphone clips, sponge sets,

. Dimensions : 430W * 260D * 45H(mm).

CSM-1000

. Microphone Type: Electret Condenser.
. Frequency Response: 20Hz ~ 18KHz.

Paging Microphone

. Type: condenser microphones.

. Power:. DC3V.

. Power switch and indicator light.

. Pluggable microphone and base
separation.
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HPM-706
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. #Em@M : Uni-Directional -

. SEERERE :80-12KRQ -

. BE#1 : 600Q -

. BEE/E (at 1XHz), SPL=94dB :
-72dB+3dB -

. #Eimt o 1.5M -

. Rt 1220 % 162D * 368H (mm) -

. EE :0.81kg- ———
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Paging Microphone MUD-546

1. Directional Characteristics : Uni-Directional.

2. Frequency Response : 80Hz ~ 12KHz.

3. Impedance : 600%.

4. Sensitivity (at 1000Hz),SPL=94dB : -72dB *+3dB.
5. Cord:1.5M.

6. Dimensions : 122W * 162D * 368H(mm).

7. Weight(without cord) : 0.81kg.
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& . 20~20000Hz -
in : 2008 -
#% : 18dB-
“A8T QM -
CEEME 8 TH -
st ;. ©52%205mm -
:135d% (at }KH? 1%THD) -
32dB (25mV/Pa) +2dB -
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Multi-directional radio microphone

. Frequency response: 20 ~20000Hz.

. Output Impedance: 200Q.

. Equivalent noise level:. 18dB.

. Power:. 48V phantom power.

. Directivity: round, heart-shaped, eight fonts.

. Microphone Dimensions:. @52 * 205mm.

. Maximum SPL: 135dB (at 1KHz 1% THD).

. Sensitivity:.-32dB (25mV/Pa) £ 2dB.

. Type: Vapor degree blunt membrane condenser microphone.

10.Multi-point, gold Mylar diaphragm.

11.48V phantom power transistor output transformer balanced output.

12.High sensitivity, low noise, low distortion, wide frequency response
10dB attenuation, low-cut switch, easy to use.

13.Round, heart-shaped, three-eight directivity can be switched voice
blossoms plump, deep through the switch.

14.Applies to all kinds of places recording and sound reinforcement.
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